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. PRODUCT BULLETIN
GYFSUM FRODUCTS

GYPSUM VENEER BASE
5/8" x 48" Wide
For Veneer Plaster

ASTM C588

Type X

PAGE:

BULLETIN NO: B-15C [
DATE: Ws/é?__-m,éath

CANCELS:

DATE 3/7

B~ I5C

PRODUCING PLANTS:

Long Beach, Antioch, Seattle, Rosario, Jacksonville, & Delzrce
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Delanco & .
Core Formula {Lbs/MSF) Long Beach Antioch Seattle " Rosario Jackscnvfi!ef
/STO-LGS  SBALIT  eww—ia7S  (SO0-K7T  psia —/67S |
Beard Stucco (5-1,5-2) 1850/2450  1850/2350 1 i 56401551
Glass Fib (BG-1) 2131—,6‘1:'51:/ 2’?8',2:5/ 3.‘5—;})1’ -?é.fglg e b s
ass Fiber - - A= - e 65
Vegmicotictne (@m-B-2g) 70-15  7e=75 Te-75 Fo-75 %;9 75 -
Paper Fiber (G-1) 12-15 12-15 12-15 15-18 12-15
Starch (8G-1) 9-12.5 $-12.5 9-12.5  10-12.5 10-12.5
Decrree (vm-7d-2, o0-3 o~z o-2 ) o-2
Core Foaming Agenf
Resirr fpe=T) - - B33 -- — v
CALS (G-1)  0.2-1.7 - - 0.2-1.7  0.2-1.7
AAS (BG-1} -- 0.2-1.0 O.tt 1.2 - -
Lignin None MNone None None Noné; E.
l
o ~2s I
End Trim (BG-1) 25-35 2535 25-35 None 25-35 .
o.z.Y |
Patassium Sulfate (BG-1) 0.5-3.0 Le6-2-4 0.5-3.0 0.5-3.0 0.5-3.0 -
< !
Retarder (8G-1) None ﬁ}rre:‘ None 0-0.8 Nore ;
Hydrated Lime (RM~P3) 0-0.5 0-0.5 0-C.5 0-1.2 0-0.5 (
La 74
Poper Lincrs:  Coreboord paper for 4' wide veneer base on both sides. Poperdinersshot-be—romr |
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Paper shall be free from quick saturation points.

OPERATING SPECIFICATIONS

1. Core Mix at the Mirer - Follow test precedures spacifiad in Bulletin T-5.

2. Slurry Sctting Time, minctes

2 to 4-3/4

Refer to Process Bulletin BG-2 for general specificctions;
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GYPSUM FRODUCTS 5/8" x 48" Wide Type X
For Vereer Plaster
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OPERATING SPECIFICATIONS: {Cont'd.)
3. Wet Slurey Weight {Lbs/cu. ft.} wre 7(3(,8‘2’%@ -

4. Wet Compressive Strength, psi 285 - 450

5. Liner Absorption and Liner-Spread Correction

Apply a 0.5 maximum percent solution of wetting agent (RM-B14) to the face of the veneer
base as required to meet the absorpticn and liner spread specifications on the veneer base.

FRODUCT SPECIFICATIONS: Refer to Product Bulletin BG-4 for gereral specificaticns)
ALL PLANTS

Wet Weight {Ibs/MSF) 24P 803780 2500
7 3o 2/25"
Dry Weight {1bs/MSF) : 20 %0 2880-2550 (Average 250)
. Evaporction Loss (1bs/MSF) /0 SPLE071350
Thickres, - Average ‘nch) L605-.630 ‘
Thickress - Individual reading (inch) + .010 from average ;

Length - 1/4" irder specified lengtk, No over.
Width - 3/32" .rdes specified width. No over.

ol

) T , .
: Edges of the ve-ee- base shall be &q_cﬁe artopered  paspeele g TEt= The guer-cil
‘f thickress on opposite edges of the bese shall check to within 010, '
|
\

Profile - Vaiicricm: In the sc:fece of the face ard back planes sha!l not be grearer than
0.010" in @ 6" spen meas.~ed across the width .

Erds of the ve-eer base shell be ¢t straight and clear withoot breaking o- demeg’rg ke corg
| at the cut.

Surface ~ Face shcll be smooth and free from scuffed areas, blistess, or locse paper. ples,
Miror cockles rot over 0.040" or 1/14" deep are permissible on the back 5. -ace.

Core Quality - Voids skall be small a~d uniform *n size. Core skall conrg'n no vaids mo-e

than 1/8" n lengrh by 1/4" i~ width,
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. PROBUCT BULLETIN

GYPSUM VENEER BASE

BULLETIN NO: B-15C

5/8" x 48" Wide  Type X
For Veejeer Plaster

GYPSUM PRODUCTS DATE: M5/ 7 —¥2/3t 671
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CANCELS: B-15C |

DATE: /%, A Rgaa

/45?‘/'1 C 9

PRODUCT SPECIFICATIONS: {Cont'd.) ALL PLANTS

w

/¥ /3/!9;/7

. Edge Hardness at Take-off 8.0 minimum

End Peel affer Sawirg (inch) 1/8" maximem

Flexcral Strergth = minimom

Across grain (pounds) 165

Parallel grain (pounds) Y
Deflection af Break, minimum -

Across grain {inch) .25

Parallei grain {inch) 0.15
Modulus of Rupture - -

Punch Test {pounds)

70 990 1500 1z .
Twist Test, maximum split

Face (inch) 3/4
Back (inch) 3/4

Hammer Loss Test, decigroms
Individua! Test, maximum 5

Bond af -High Humidity, maximum éeéi

Face (inch) 1/2
Back (inch) 1/2
Absorption Rate, Base Face, minutes 3-6
Absorption Rate, Paper Bound Edges, minutes 2-6

Liner Spread, Base Face (1/16 inch) 20-35

Bundling - Burndle two pieces face to face with 3/4" zip tope and bundling tape desigrated
for 4 fr. wide Type X Base for Veneer Plaster. DO NOT USE UL iebel bundlirg !
tape,

Face Printing shall read - 5/8" Type X "KAISER VENEER BASE"
Po,ur ow eve THAper T EESE
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